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ABSTRACT 
 
Fuel consumption is an important issue that people are discussing around 
the world, because, of its high price and it is a primary factor that affect 
the economy of the nations. 
The present study focuses on the fuel consumption that used in the 

transportation of sugar cane, in Kenana Sugar Company.  The objective 

of this study is to evaluate the fuel consumption of cane transport trucks 

(Rigid Trucks and Articulated Trucks) in Kenana Sugar Company, with 

reference to cane transported and distance covered by each group of 

trucks.  The focus will be on evaluating the improvements that can be 

realized on truck capacity, (30 ton for articulated trucks and 15 ton for 

rigid trucks); however, the benefits on fleet wide level as well as trucks 

group.  It is also determined the fuel consumption of trucks based on 

gallon per kilometer and gallon per ton of sugar cane.  The calculation 

assumes that the fuel tank was full. 

 Secondary data collected for six seasons, 2000/2001-2005/2006, from 

the data available in cane transport department and harvesting division in 

Kenana Sugar Company, a simple descriptive statistics analysis was used 

mainly the average fuel consumption in gallon per kilometer and average 

fuel consumption in gallon per metric ton of cane per truck. 

 The results showed that the rigid trucks were the highest in fuel 

consumption that consumed in transportation of sugar cane in comparison 

to the articulated trucks. 



The study recommended that the cost of sugar production would be lower 

if the trucks loaded to the maximum capacity to keep down the cost of 

transportation and to maintain sugar cane quality. 

It also, recommended that the trucks capacity is proposed as possible 

solution to the problem, because, the trucks capacity and operation 

efficiency were the more parameters that most contribute to cost 

reduction. 

The study also, recommended that the delivery system using loading 

capacity has the potentiality to reduce transportation cost significantly 

and ensure better management of cane supply to the factory. 

 It also, recommended that the budget fuel of cane transport trucks can be 

based on average fuel consumption, gallon per ton per kilometer of each 

group of trucks. 

 Recommendation for further study can be held for increasing the power 

of the hydraulic pumps of the tippers that off load the trucks in the 

factory, to increase the amount of cane transported per truck, because, the 

horse power of the truck is very high compared to the cane transported 

per truck. This can reduce the number of trips from the factory to the field 

and reduce the amount of fuel consumed per kilometer and fuel 

consumed per ton, because the operational characteristic of the system 

and trucks determine the quality of sugar cane transported per truck. 

Asphalted roads are recommended to facilitate the transportation from the 

field to the factory, because, the driveline specification and roads quality 

will influence the fuel consumption. 

 The results and subsequent recommendations could be considered for 

reducing sugar production cost and increasing the efficiency of the sugar 

industry and may also be applied to other sectors facing similar problems. 
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  بسم االله الرحمن الرحیم
  

 ملخص البحث
            

                                                                                     
ـــه  إن ـــود موضـــوع ذو شـــأن تناولت ، نســـبة  بالمناقشـــةحـــول العـــام  الأمـــماســـتهلاك الوق

  .ى اقتصاد الأممیؤثر عل الذي الأساسيلارتفاع أسعاره واعتباره العنصر 
وكـان .  شـركة سـكر كنانـة فـيترحیل القصب  في هلكركز  البحث على الوقود المست

ــیم الوقــود هــدفال نــوعین مــن شــاحنات ترحیــل  فــي المســتهلك مــن هــذا البحــث هــو تقی
طـن تعمـل فـى  ١٥طـن والأخـرى بسـعة  ٣٠القصب بسعتین مختلفتین إحداهما بسعة 
الرجوع إلــى كمیــة القصــب المرحــل والمســافة ترحیــل القصــب فــى شــركة ســكر كنانــة، بــ

  .التى قطعت بواسطة هذه الشاحنات
تقیــیم التحسـن الـذى یمكـن أن یتحقــق مـن السـعة الخاصـة بالشــاحنة  فـيوكـان التركیـز 

 أخـرى، ومن ناحیـة " طن للشاحنات الصغیرة  ١٥طن للشاحنات الكبیرة والسعة  ٣٠"
وكـذلك یحـدد   ل فـي ترحیـل القصـب،الـذي یعمـ الاستفادة بمستوى كبیر من الأسـطول

إستهلاك الشاحنة من الوقود على أساس جالون للكیلومتر الواحد أو جالون للطـن مـن 
  .رض أن خزان الوقود ملئ بالجازولینفقصب السكر ب

 ٢٠٠٥/٢٠٠٦-٢٠٠٠/٢٠٠١ للفترة إنتاجمواسم  ستةلعدد  الثانویةتم جمع البیانات 
تــم .  كنانــةبشــركة ســكر  القصــب وقســم الحصــادبقســم ترحیــل  الموجــودةمــن البیانــات 

خاصــة متوســط الوقــود  الثانویــةاسـتخدام الوصــف الاحصــائى البســیط لتحلیــل البیانـات 
المستهلك بالجالون للكیلومتر الواحد ومتوسط الوقـود المسـتهلك بالجـالون للطـن الواحـد 

  . من القصب
  



تهلاكاً للوقــــود طــــن أعلــــى إســــ ١٥توصــــلت الدراســــة إلــــى أن الشــــاحنات ذات الســــعة 
المســتخدم فــى ترحیــل الطــن الواحــد مــن القصــب بالمقارنــة مــع الشــاحنات ذات الســعة 

  .طن ٣٠
 إلىتم ملئ شاحنات القصب  إذاالسكر  إنتاجتكلفه بأنه یمكن خفض  الدراسةأوصت 

  .أقصى سعتها لخفض تكالیف الترحیل والحصول على قصب ذو جوده عالیه 
حل مشكلة تكلفة ترحیل القصب  فيتساهم  الشاحنة أن سعة إلى الدراسةكما أوصت 
خفـض  فيتساهم  التيوفعالیة عملیة الترحیل من أكثر المقاییس  الشاحنة، لأن سعة 

  .ترحیل القصب تكالیف
أن نظام التوزیع المستخدم فیه السعه له القدرة على خفض  إلى الدراسةأیضا أوصت 

  .قصب للمصنع ال لإمدادتكالیف الترحیل ویكفل اداره حسنه 
یـتم  إنشاحنات ترحیل القصب یمكـن  إلیهتحتاج  الذيالوقود  إن إلىأوصت الدراسة 

كیلومتر لكـل /للطن / جالونمتوسط الوقود المستهلك  أساسالمیزانیة على  فيحسابه 
   .نوع من الشاحنات

 فـيزیادة  مقدرة طلمبات الهیدرولك المسـتخدمة  فيللمزید من البحث  الدراسةتوصى 
المصـنع ، لزیـادة كمیـة القصـب  فـيتعمل على تفریغ شاحنات القصـب  التيلقلابات ا

المكنیكیـه عالیـه جـدا مقارنـة  الشـاحنةوذلك لأن قـدرة  الواحدة الشاحنةبواسطة  المرحل
ــة، وتــؤدى هــذه  الــذيبكمیــة القصــب  ــادةتقــوم بترحیل تقلیــل عــدد  إلــىالشــحن  فــي الزی

ــــرحلات لترحیــــل القصــــب مــــن الحقــــل  ــــىال ــــود  وبالتــــاليالمصــــنع  إل ــــل كمیــــة الوق تقلی
، لأن واحـد كیلـو متـر مسـافة المستهلك لترحیل الطن الواحد مـن قصـب السـكر ولقطـع

  .الواحدةمواصفات عملیة التفریغ والشاحنات یحددان نوعیة القصب المرحل للشاحنة 
مـن الحقـل  تعمل على تسـهیل عملیـة الترحیـل المسفلتةأن الطرق  إلىأوصت الدراسة 

  .على استهلاك الوقود ونوعیة الطرق یؤثران  القیادةالمصنع، لأن مواصفات  ىإل



الســكر وزیــادة  إنتــاجالاعتبــار لتقلیــل تكلفــة  فــيتؤخــذ النتــائج ومــا تلاهــا مــن توصــیات 
تواجـــه مشـــاكل  التـــي الأخـــرىالتطبیـــق علـــى القطاعـــات  إمكانیـــةمـــع  الصـــناعةفعالیـــة 
        .مشابه
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