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 CERAMIC TILES40*40*2.5CM
C/ S MORTER 1CM
D.P. C 2LAYERS

PURLIN I SEC.0.10*0.05M

 ANGLE TO JOIN FALSECEILING&PURLIN
WITH WALL

NAIL

0*0.25) PLATE FROM IRON
(05.

0*4*50) FALSE CELING
(25.

.STEEL COLUMN I SEC

0) .PURLIN I SEC
(0.05*10.
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Ceramic tiles 40*40*2 cm
2 cm thick Cement sand morter (1:8) mix
3 layers of D.P.C
Plain concrete (1:3:6) mix
Galavanised corrurated iron sheet 6 mm
joist  ceiling
gypsum board 2cm thickn

d2

i

k

l

m

11

grid plan
scale
1:300

12

level loop light
beige Carpet
made of natural
wool and olefin
fiber 2 cm
thickness

3.*100*100 cm
Beige color smooth
texture marble tiles
laid on 2 cm mortar
over 3 layers of
p.v.c laid on 20 cm
slab Reinforced Concrete

slab 22cm thickness
with 3 cm cement
plaster paint with
high quality beige
bomastic

gypsum flat board
wall 10 cm thickness
fixed to floor with
steel stud U shaped
naled to the floor with
lightning system

D1

D1

D2

80*80 cm of clading
gray sheets hanged to
the wall by nail L section
of burlins hanged to the
red brick wall
3 - cm cement plaster
paint with 3 layers high
quality Beige coler
bomastic

3.*100*100 cm Beige
color smooth texture
marble tiles laid on 2 cm
mortar over 3 layers of
p.v.c laid on 20 cm
 slab

 w1

w3

f 2

f 3

f 2

2.00 m2.20 m

1.00 m 2.00 m

1.00 m 2.00 m

1.00 m 2.00 m

D1

D1
1.00 m2.00 m

D1
1.00 m 2.00 m

D1
1.00 m 2.00 m

D2
2.00 m2.20 m

D2
2.00 m2.20 m

2m*2m

2m*2m

2m*2m

2m*2m

2m*2m

2m*2m

3.*1*1 m Biege color
smooth texture
marble tiles laid on 3
layers of P.V.C laid
on 20 cm R.C slab

5*200*200 mm cement
enterlock tiles laid on
mortar (1:6) mix 2 cm
thikness laid on Hard
core

3.*100*100 cm
Beige color
smooth texture
marble tiles laid
on 2 cm mortar
over 3 layers of
p.v.c laid on 20
cm R.C slab

Red carpet 2.5 cm thickness
spanich ceramic non-slip
tiles 40*40*3 cm cement
sand morter (1:6) mix 3 cm
thickness D.P.C 3 layes over
20 cm thick R.C slab earth

wooden stage fixed by
acoustical isolation

blancket and glued to
the wooden boards
finished by dark red

carpet

Asphial main layer 20 cm
Asphilt sub layer
water proof layer D.P.C
Hard core from composed
soil

Foyer

Lobby

J

L

H

I

Entrance

  part plan
scale 1:100

part section
scale1:100

DESCRIPTION
NO.

Key plan:

80*80 cm of clading gray sheets hanged to the wall by nail
L section of burlins hanged to the red brick wall
3 - cm cement plaster paint with 3 layers high quality
Beige coler bomastic

level loop light beige Carpet made of natural wool and
olefin fiber 2 cm thickness

Reinforced Concrete slab 22cm thickness with 3 cm
cement plaster paint with high quality beige bomastic

gypsum flat board wall 10 cm thickness fixed to floor with
steel stud U shaped naled to the floor with lightning
system

wall

floor

Red brick wall 20 cm thickness finished with 3 cm
cement plaster (1:6) mix painted with high quality Biege
color bomastic

3.*100*100 cm Beige color smooth texture marble tiles
laid on 2 cm mortar over 3 layers of p.v.c laid on 20  slab

5*200*200 mm cement enterlock tiles laid on mortar
(1:6) mix 2 cm thikness laid on Hard core

 w1

w2

w3

w4

DESCRIPTION
NO.

wooden stage fixed by acoustical isolation blancket and
glued to the wooden boards finished by dark red carpet

5*200*200 mm cement enterlock tiles laid on mortar
(1:6) mix 2 cm thikness laid on Hard core

3.*1*1 m Biege color smooth texture marble tiles laid
on 3 layers of P.V.C laid on 20 cm R.C slab

f 1

f 2

f 3

f 4

f 4

f 5

DESCRIPTIONNO.

Door

D 1

D 2

D 3

DESCRIPTIONNO.

Window
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SCALE 1:100

Date:

1.00 m 2.00 m

2.00 m

2.10 m

2.20 m

2.20 m

Side Hung with one Opinning Door

Side Hung with two Opinning Door

Revolving Double Side Door

W 1

W 2

WIDTH Length

WIDTH Length

Vertical Povated Window

Vertical Povated Window

2.00 m 2.20 m

2.10 m 2.20 m

D E F

D E F GC
. WATER PROOF MEMBRANE)P.U (3LAYERS
REINFORCED CONCRETE)1:2:4  (STRUCTURAL SLAB)22cm(

C.S .  MORTAR)1:4 (3cm 

HARD COMPACTED SAND

TILES )40*40*3(CM

10cm THICK PLAIN CONCRETE
WELL COMPACT SOIL

5 cm Screed
khafji to fall
15 cm deck Concrete slab

2.5*20*20 cm cement tiles

2cm thick, Plaster with 1:6 mix
3Coat of Paint with white colour

Red carpet 2.5 cm
thickness spanich
ceramic non-slip tiles 40*
40*3 cm cement sand
morter (1:6) mix 3 cm
thickness D.P.C 3 layes
over 20 cm thick R.C slab
earth

wooden stage fixed by
acoustical isolation
blancket and glued to the
wooden boards finished by
dark red carpet

3.*100*100 cm
Beige color smooth
texture marble tiles
laid on 2 cm mortar
over 3 layers of
p.v.c laid on 20 cm
R.C slab

Red brick wall 20 cm thickness
finished with 3 cm  cement
plaster (1:6) mix painted with
high quality Biege color
bomastic

Red carpet 2.5 cm
thickness spanich ceramic
non-slip tiles 40*40*3 cm
cement sand morter (1:6)
mix 3 cm thickness D.P.C
3 layes over 20 cm thick
R.C slab earth

h i j k L M

  part plan
scale 1:100
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level loop light
beige Carpet
made of natural
wool and olefin
fiber 2 cm
thickness

80*80 cm of clading
gray sheets hanged to
the wall by nail L section
of burlins hanged to the
red brick wall
3 - cm cement plaster
paint with 3 layers high
quality Beige coler
bomastic

3.*100*100 cm
Beige color smooth
texture marble tiles
laid on 2 cm mortar
over 3 layers of
p.v.c laid on 20 cm
slab

d1

Reinforced Concrete
slab 22cm thickness
with 3 cm cement
plaster paint with
high quality beige
bomastic

c

25cm i section beam

d1

d2

Metalic Member wooden sheet 2cm thick

9.
75.60.45.

30.15.
0.15.-30.-

45.-


