
 

viii 
 

  المستخلص

ھ یالخلایا السیل أداء قارنالبحث ی اءه والتكلف ث الحجم والكف ، كونیھ مع الخلایا الشمسیة الصبغیة النانویھ من حی

ي  ھ  وھ بغات مختلف ن ص ھ م نع مكون ھ الص ھ محلی بغیة نانوی یھ ص ا شمس لاث خلای تخدام ث م اس بغة (وت ص

رودامین  ارین –ال ار العو )DDT–الكوم ي الاعتب ذ ف م الاخ دة اوت ل ش ا مث اءه الخلای ي كف ؤثره ف ل الم م

ھ  ي الخلی ھ ف واد الفعال ودة الم ھ وج طح الخلی احھ س اءه ومس ت والإستض ة اذا كان دف لمعرف ث تھ ھ البح خط

  .السلیكونیھ الشمسیةالصبغیھ النانویھ تستطیع ان تكون البدیل للخلایا  الشمسیةالخلایا 

اوي  الشمسیةولحساب الكفاءه للخلایا  ا تس ھ  وجد ان كفاءتھ ار والفولتی ین التی ھ ب اب العلاق م حس السیلیكونیھ ت

95.8242163 %  

ا أ بھ للخلای اءه  الشمسیةما بالنس ا ووجد ان الكف ثلاث خلای ھ لل ار و الفولتی ین التی ھ ب اب العلاق تم حس بغیھ ف الص

ھ  ھ)1(للعین ھ )2( والعین ین )  3(والعین راوح ب  .% 1.625759و.% 1.7830365 . و % 1.6439858تت
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Abstract 

This research compers between the silicons cell’s and the dye sensitized  soler 

cell’s in size and  efficiency and cost ,there was three local made dye sensitized 

were used which made by three different daeis thay are (Rodamine-comarein-

DDT) and our concered  is the effiect operator  in efficiency like the intensity and 

the area of the servie of cell’s and the quality of the effective matiral in the cell’s, 

the purpose of reseach is to findout if the sensitized dye can be the replacement  for  

the silicons cell’s. 

To count  the efficiency of the silicons cell’s we find the relasionship between the 

current and volteage. 

The efficiency equles.. 95.8242163 %. 

To count the efficiency of the dye sensitized  cell’s we find the relasionship 

between the current and volteage for the three cell’s. 

The efficiency of sample(1) equals 1.6439858 % . 

 The efficiency of sample(2) equals1.7830365 %. 

and The efficiency of sample(3) equals1.625759 %. 

 

 

 

  


