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In this work the magnetic behavior of nano copper material is studied, namely the 

magnetic susceptibility. Three sample of copper nano particles having three nano 

sizes were examined .the examination is concerned with studying the magnetic 

properties of them .this is done by inserting powder samples in a glass tube and 

then inducing magnetic field inside them by using electric coil in which magnetic 

flux density of each sample was measured .it was found that the diamagnetic 

permeability decreases as nano size is increased this may be attributed to the fact 

that increasing nano size decreased the number of tiny nano coils which decreases  

induced magnetic flux density which in turn decreases magnetic permeability. 
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طیسیة .القابلیة المغناوبالتحدید السلوك المغناطیسي لمادة النحاس النانوي في ھذا البحث تمت دراسة   

.نانویة  أحجام ثلاث  ذات النحاس النانوي تم إختبار ثلاث عینات من مواد   

ي أنبوب  خال بدرة العینات فعلى الخواص المغنطیسیة لھذه المواد.وتم ذلك باد بدراسةھذا الاختبار ویھتم 

ض استخدام ملف كھربي والتي تم قیاس الفیب ل مغناطیسي داخل ھذه العینات مجا زجاجي وتم تولید

  یعزى ة الحجم النانوي وھذا قد. ووجد أن القابلیة الدایامغنطیسیة تقل بزیادواحد منھا لكل  المغنطیسي 

یض المغنطیسي عدد الملفات النانویة الصغیرة والتي تقلل من كثافة الف لزیادة الحجم النانوي یقللحقیقة أن 

.قلل من القابلیة المغنطیسیةا توالتي بدورھ  
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