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Abstract 

The aim of this study is to evaluate the of beam alignment of x-ray tube accuracy 

in the Khartoum hospitals, this study include 12 x-ray machines in 12 hospitals.the 

accuracy of radiation was tested and the most important results obtained that the 

alignment is 91.7% & misalignment is just 8.3% in along cassette, and 75% in 

across cassette 25% misalignment . in the central ray the alignment reached 83.3 % 

& misalignment 16.7%. 

This study confirms that x-ray machine in the Khartoum state hospitals operate at a 

good level. 
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 الملخص

 

 الھدف من ھذه الدراسة تقییم دقة تطابق شعاع انبوب الاشعة السینیة في مستشفیات ولایةالخرطوم            

.تم اختبار دقة تطابق الشعاع . مستشفى  12سینیة في جھاز اشعة  12شملت ھذه الدراسة   

وعلى , بالمائة على طول الفیلم 8.3بالمائة ونسبة عدم التطابق 91.7وقد وجد ان نسبة التطابق وصلت الى 
اما في وسط الفیلم بلغت نسبة التطابق , بالمائة25بالمائة وعدم التطابق 75عرض الفیلم قد بلغت نسبة التطابق 

.بالمائة16.7بالمائة وعدم التطابق  83.3  

.تؤكد ھذه الدراسة ان اجھزة الاشعة السینیة في مستشفیات ولایة الخرطوم تعمل بمستوى جید  
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