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الخــــــــــــــــــــلصة
 الهيليييوم شييعاعي ميين كييل معلمييات قييياس تم البحث هذا فى

  ملييى1 وبقييدرة  نيانومتر632.8  المييوجي الطول ليزردو نيون
ًا (صمم واط  الثنائي ليزر الليزر) وشعاع فيزيةاء لتجارب خصيص

  ملييى1 وبقييدرة  نييانومتر651.6 المييوجي الطييول دو التجيياري
 (اليةزو) للقياس العالمية المنظمة طريةقة بتطبيق . وذلك واط

ًا المحددة بالقيم ومقارنتها . الليزرات هذه لمثل نظرية
ًل تم  ومين التجياري الثنيائي لليزر الموجى الطول من التأكد أو
 عييرض ميين كييل حسيياب فييى الموجييية الطييوال اسرييتخدمت ثم

 للحيود الزمني الحد ومعامل النتشار ومعامل والتفرق الشعاع
 .

 معلمييات لتحديةييد اليةزو طريةقة تطبيق ان على الدراسرة برهنت
 الحسييابات مييع كييبير حييد الييى تتطابق نتائج تعطى الليزر شعاع

. والثنائي نيون الهيليوم ليزر شعاع لمعلمات النظريةة
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                          Abstract
     In  this  study  the  parameters  of  the  He-Ne  laser  beam  with 

wavelength  632.8nm, and power  1 mW and commercial  diode laser 

with wavelength 651.6nm, and power1mW were measured, by applying 

the method of the International  Standard Organization (ISO) system, 

and compared with the values that stated for the used lasers.

 First,  the wave length for He-Ne and diode laser was measured for 

assurance. The results obtained were used for calculation beam width, 

diffraction  angle,  propagation  factor  (K)  and  time  limit  diffraction 

factor (M2). 

The study proved that, applying the ISO method for determining 

of laser beam parameter gives a result that agreed to large extend with 

the theoretical calculation of the beam parameters. 
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