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Abstract

This  study  was  performed  to  evaluate  the  gamma  camera 

machine performance in  nuclear  medicine at  Alneelain  Medical 

Center (NMDC) for the following parameters: Energy Resolution, 

Uniformity, center of rotation and sensitivity by using  99mTC.  We 

found  about  the  center  of  rotation,  the  deviation  of  gantry 

rotation (0.1 mm) ,and the average deviation could be as 0.14 

mm.  such  deviation  is  within  the  tolerance  level  of  gamma 

camera performance, and this period the gantry rotation started 
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to deviate from the normal at 90o to reach about 0.4 mm at 135o 

i.e. at the 3rd. quadrant and by 180o the deviation approaching to 

0.8  mm.  and  from  180  up  to  360o the  deviation  fluctuated 

between 1.0 to 1.3 mm which is still within the tolerance level of 

system working.  The  results  reveal  that  the  energy  resolution 

showed a central peak of energy at 140 KVp and the limit of the 

window  for  the  energy  about  7.5% ( ± 10.5).  The  average  of 

FWHM was about 10.35 and the stander deviation was about 2.6 

which were all within the standard levels. Also the result showed 

that the Differential Uniformity UFOV, CFOV in the practical about 

2.78%, 2.04% which were within the acceptable limit, as well as 

Integral Uniformity, UFOV, and CFOV in the practical about 5.07%, 

3.1%.

Also the result showed that The Average of sensitivity around 77.23 and the 

drop of peak of the sensitivity according to the leakage of the current and the decay 

of the end of the below carve according to the dead time.
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ملخص البحث

 تمييت هييذه الدراسييه  لتقيييم اداء جهيياز القامييا كيياميا فييي وحييدة الطييب النييووي فييي مركييز النيلييي

. نقطه الدوران, حديةة الطاقة,التجانس ,الحساسيهالتخصص وفقا للمتغيات التيه:
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 .مييم و متوسييط النحرافييات١لقد وجد  ان محور الدوران و النحييراف فييي  محييور الييدوران  حييوالي 
  مييم  بعييض النحرافييات تكييون فييي الييدي السييموح بييه بالنسييبه لجهيياز القامييا١٤.٠يةجييب ان يةكييون 

  ميم عنيد٤.٠ حيت يةصيل اليي حيوالي ٩٠كاميا, والنحراف فيي محيور اليدوران  يةبيدا عنيد الزاويةيه 
  يةكيون النحييراف ميا٣٦٠ الييي ١٨٠ ميم وميين ٨.٠ يةصل الي ١٨٠و النحراف عند الزاويةه ١٣٥الزاويةه 

 مم مما يةعن انها في الدي السموح به لتشغيل النظام .٣.١مم الي ١بي 

 كيلو فيولت وحيدود الطياقه١٤٠وايةضا النتائيج توضيح ان حديةية الطاقية توضيح  متوسيط الطياقه
 والنحييراف العييياري٣٥.١٠+_). ومتوسييط عييرض نصييف الحزميية حييوالي ٥.١٠% (٥.٧عبيياره عيين 

مما يةعن انها في الدي السموح به.٦.٢حوالي 

 %٧٨.٢% ,٠٤.٢  عمليا تساوي UFOV, CFOVايةضاء النتائج توضح ان التفاضل التجانس لل 
 ,UFOVعلييي التييوالي مميا يةعنيي انهيا فييي الييدي السييموح بيه. بالضييافه للتكامييل التجانسيي لييل  

CFOV علي التوالي.٠٧.٥%, ١.٣ %

  وانحدارالقمه للحساسيه ناتج من٢٣.٧٧وايةضا النتائج توضح ان متوسط الحساسيه حوالي

.انقطاع التيار والضمحلل في نهايةه النحن ناتج من الزمن التبقي
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