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Abstract 

Composites can be defined as materials that consist of two or more chemically and 

physically different phases separated by a distinct interface. The different systems 

are combined judiciously to achieve a system with more useful structural or 

functional properties non attainable by any of the constituent alone. 

This new  materials are becoming an essential part of today's materials due to the 

advantages such as low weight, corrosion resistance, high fatigue strength, and 

faster assembly. They are extensively used as materials in making aircraft 

structures, electronic packaging to medical equipment, and space vehicle to home 

building like wood plastic composites. 

In this research we take a sample of wood plastic composites from moawia’s 

factory in Khartoum north and other samples are different types of wood to 

compare between them and define what is the best type of wood which gives a 

good mechanical properties by using tests like density, absorption test, hardness 

test, impact test and fire test. The tests where carried in Sudan university of science 

and technology. 

We found  after making many experiment tests  that the WPCs are resistance to 

water (absorption percentage 0.034% )  ,the density of it is 0.68g/cm3 ,hardness of 

it is 0.21 ,the impact of it is 1.24  and the burning test show that its good  fire 

retardant 0.333 min .So the wood plastic composites are the best for using in 

different application. The musky is best one to use in compounding. 
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لخص الدراسةستم  

في . الخلطات تعرف بانھا مواد مكونھ من مادتین او اكثر مختلفتین كیمیائیا و فیزیائیا و یوجد فاصل بینھما

الانظمھ المختلفھ لعملیات الخلط یتم الخلط بحكمھ لتحقیق نظام مع خصائص ھیكلیھ او وظیفیھ اكثر فائده 

  . وغیر قابل للتحقیق من قبل اي من المواد المؤسسھ لوحدھا

مقاومھ , اصبحت جزءا اساسیا الیوم بسسب المزایا مثل انخفاض الوزن) الخلطات(لمواد الجدیده ه ا\ه

حیث انھا تستخدم علي نطاق واسع جدا . قدره عالیھ علي تحمل الاجھادات وقابلیھ التشكیل بسھولھ,التاكل

مثل مركب . لمنزلیھ وغیرھاالاثاثات ا,بناء المنازل , التغلیف الالكتروني, مثلا في صناعھ ھیاكل الطائرات 

  .الخشب البلاستیكي

عینھ من الخشب البلاستیكي من مصنع معاویھ للاثاثات بالخرطوم بحري وعیانات  \ا البحث تم اخ\في ه

اخري لانواع مختلفھ من الخشب لإجراء مقارنھ بین الخصائص المیكانیكیھ للخشب البلاستیكي و الخشب 

الخشب ھو الأفضل للإستخدام في صناعھ الخشب البلاستیكي لیعطي وایضا تحدید اي نوع من , العادي 

ولقد تم إجراء . الصلابھ والحریق, الصلاده, مقاومھ امتصاص الماء, افضل خواص میكانیكیھ مثل الكثافھ

  .الإختبارات في جامعھ السودان للعلوم والتكنولجیا  في قسم المیكانیكا والمدنیھ

, %0.034وجد أن الحشب البلاستیكي مقاوم للماء جیث نسبة الإمتصاص وبعد إجراء التجارب عدة مرات 

واختبار الحریق اكد بانھ مقاوم جید للنار حیث  1.24والصلاده , 0.21والصلابھ , 3سم/جم0.68والكثافھ 

  .دقیقھ 0.333انھ ینطفي بعد اشتعالھ بي زمن قصیر 

وأفضل نوع خشب لخلطھ مع البلاستیك ھو . لك یعتبر مادة جید جدا للاستحدام بي مختلف الأشكال\وب

  . خشب الموسكي وخصوصا نشارة الخشب

 

 

 

 



X 
 

List of Table 

Table (2.1) Approximate chemical composition of selected woods 

Table (2.2) physical properties for PVC 

Table (2.3) Mechanical properties for PVC 

Table (4.1) Density test 

Table (4.2) Absorption test 

Table (4.3) Hardness test 

Table (4.4) Impact test 

Table (4.5)  Burning test 

 

 

 

 

 

 

 

 

 

 

 

 



XI 
 

List of Figures 

Figure (2.1) Schematic of softwood 
Figure (2.2) Schematic of a hardwood 
Figure (2.3) A partial softwood lignin structure 
Figure (2.4) The repeating unit and part model of chain 
Figure (2.5) The WPC component 
Figure (2.6) Example of (a) poor and (b) good adhesion between the 

wood and PE matrix 
Figure (2.7) The effect of different modifiers on the un-notched 

Charpy impact strength of WPC 
Figure (2.8) Schematic of moisture damage mechanism in WPCs 
Figure (2.9)  WPCs can be produced in almost any color and shape. 

Hollow decking boards Can reduce material usage. 
Figure (2.10) Types of WPC end product 
Figure (3.1)  Impact tester 
Figure (3.2) Hardness tester 
Figure (3.3)  Oven                                                
Figure (3.4) Denser 
Figure (3.5) The samples tests 
Figure (3.6) The WPC sample 
Figure (3.7) WPCs samples after burning 
Figure (3.8) Other types of wood samples after burning 
Figure (4.1) Density test of samples 
Figure (4.2) Absorption test of samples 
Figure (4.3) The hardness test of samples 
Figure (4.4) The impact test of samples 
Figure (4.5) burning test of samples 
 


