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-60*60*3 CM. THICK HIGH QUALITY HEAVY DUTY LIGHT
WHITE COLOUR CERAMIC TILES LAID ON 2 CM. THICK
CEMENT SCREED

-30*30*3 CM. THICK HIGH QUALITY
HEAVY DUTY GREEN BLUE COLOUR
SERAMIC TILES LAID ON 3 CM. THICK
CEMENT SCREED

-60*60*3 CM. THICK HIGH QUALITY HEAVY DUTY LIGHT
WHITE COLOUR CERAMIC TILES LAID ON 2 CM. THICK
CEMENT SCREED

-60*60*3 CM. THICK HIGH QUALITY HEAVY DUTY LIGHT
WHITE COLOUR CERAMIC TILES LAID ON 2 CM. THICK
CEMENT SCREED

-60*60*3 CM. THICK HIGH QUALITY HEAVY DUTY LIGHT
WHITE COLOUR CERAMIC TILES LAID ON 2 CM. THICK
CEMENT SCREED

-60*60*3 CM. THICK HIGH QUALITY HEAVY DUTY LIGHT
WHITE COLOUR CERAMIC TILES LAID ON 2 CM. THICK
CEMENT SCREED

-30*30*3 CM. THICK HIGH QUALITY HEAVY
DUTY GREEN BLUE COLOUR SERAMIC TILES
LAID ON 3 CM. THICK CEMENT SCREED

-30*30*3 CM. THICK HIGH QUALITY HEAVY DUTY GREEN
BLUE COLOUR SERAMIC TILES LAID ON 3 CM. THICK
CEMENT SCREED

-30*30*3 CM. THICK HIGH QUALITY HEAVY DUTY GREEN
BLUE COLOUR SERAMIC TILES LAID ON 3 CM. THICK
CEMENT SCREED

PART SECTION 1

2 cm THICK CEMENT PLASTER
, PAINTED BY 3 COATS OF
OFF_WHITE EMULATION PAINT

20 cm THICK WALL

1

23

P.S.1

(1000*1000*19 mm) THICK SUSPENDED GYPSUM
BOARD CEILING

SMOKE DETECTOR DEVICE TO BE SURFACE
MOUNTED TO SUSPENDED CEILING TILE

(20*20*2 mm) THICK GALVANIZED STEEL ANGLE
FRAME RIVETED TO CEILING FRAME AT BOTH ENDS

JUNCTION BOX

3mm Dia.GALVANIZED STEEL BOLT WITH WASHER
OF 14mm Dia.  AND NUT FOR HANGING SMOKE
DETECTOR TO SUSPENDED CEILING TILE

FINISH CEILING LINE

WALL MOLDING

CROSS  T-BAR

T-RUNNER @600 mm O.C

THREADED HOOK BOLT WASHER AND
NUTS

LIGHT DIFFUSER

HOLD DOWN CLIP (4 NOS. PER PANEL)

6 mm Dia. EYELET ANCHOR IN
AN EXPANSION SHIELD

2.05 mm GALVANIZED STEEL
WIRE @ 1200 mm ON CENTER
OF BOTH WAYS (TYPICAL)

FINISH CEILING LINE

(1000*1000*19 mm) THICK SUSPENDED
GYPSUM BOARD CEILING

25 mm LONG 3 mm THICK CUSTOM CHANNEL
SCREWED TO WOOD BULSTRADE

WOOD RAILING, LAQUER FINISH

20*40*2.5 mm THICK STEEL
TUBE SCREWEDTO WOOD
BULSTRADE

8 mm THICK WOOD VINEER BOTH SIDE

WOOD BULSTRADE, IN TOP SCREWED TO
WOOD RAILING, IN BOTTON SCREWED TO 25
mm LONG 3 mm THICK CUSTOM CHANNEL

5 cm THICK CEMENT SAND SCREED
(3.00*3.00*18 cm) THICK HOLLOW
PRECAST CONCRETE FLOOR UNITS

30 cm DEPTH SECONDARY BEAM

WALL TO WALL YELLOW CARPET
FIXED TO FLOOR BY 2 LAYERS OF
CARPET ADHESIVE MATERIAL

METAL STUD FRAMING

CLIP ANGLE

15 mm THICK GYPSUM BOARD

DETAIL 1

DETAIL 3 DETAIL 2

PART SECTION2

P.S.2

SECTION X-X

TREE STRUCURE

P.S.3
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