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ACOUSTICALLY TREATED  GYPSUM
CEILING PANELS .

ACOUSTICALLY TREATED  GYPSUM
CEILING PANELS .

-Wood Sheet 2cm
thic (Sound
Proof)Dark Beige
Colour Fixed to Wall
by Girts

RED CARPET 2.5 THICKNESS

FLOOR FINISH , TO STAGE
100mm THICK WOODEN SLATS

INSLATION MATERIAL FROM MEMBREN
RAFTER GREAT (50*50) CM

INSLATION MATERIAL FROM MEMBREN

 DETAIL( A) SIDE WALL

-Whait Paint 3layers
on wall
-Plaster 2cm thic
(1:8)mix
-Brickwall 15cm thic
with cls (1:8)mix
-Interior Wall,plaster
2cm thic (1:8)mix
-Finished by white
paint 3 layers

1 2

3 4
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7
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8 10

11 12 13RAFTER GREAT (50*50) CM

RED CARPET 2.5 THICKNESS

FLOOR FINISH , TO STAGE
100mm THICK WOODEN SLATS

MAROON CARPET 2.5 CM THICK
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ACOUSTICALLY TREATED  GYPSUM
CEILING PANELS .

-Whait Paint 3layers
on wall
-Plaster 2cm thic
(1:8)mix
-Brickwall 15cm thic
with cls (1:8)mix
-Interior Wall,plaster
2cm thic (1:8)mix
-Finished by white
paint 3 layers

-Whait Paint 3layers
on wall
-Plaster 2cm thic
(1:8)mix
-Brickwall 15cm thic
with cls (1:8)mix
-Interior Wall,plaster
2cm thic (1:8)mix
-Finished by white
paint 3 layers

-Brickwall 15cm
thic with cls (1:8)
mix
-Interior
Wall,plaster 2cm
thic (1:8)mix
-Finished by
white paint 3
layers

-Brickwall 15cm
thic with cls (1:8)
mix
-Interior
Wall,plaster 2cm
thic (1:8)mix
-Finished by
white paint 3
layers

-Brickwall 15cm
thic with cls (1:8)
mix
-Interior
Wall,plaster 2cm
thic (1:8)mix
-Finished by
white paint 3
layers

MAIN COLD
ROOM

-30*30*3 CM. THICK HIGH QUALITY
HEAVY DUTY GREEN BLUE COLOUR
SERAMIC TILES LAID ON 3 CM. THICK
CEMENT SCREED

-30*30*3 CM. THICK HIGH QUALITY
HEAVY DUTY GREEN BLUE COLOUR
SERAMIC TILES LAID ON 3 CM. THICK
CEMENT SCREED

-30*30*3 CM. THICK HIGH QUALITY
HEAVY DUTY GREEN BLUE COLOUR
SERAMIC TILES LAID ON 3 CM. THICK
CEMENT SCREED

-60*60*3 CM. THICK HIGH QUALITY HEAVY DUTY LIGHT
WHITE COLOUR CERAMIC TILES LAID ON 2 CM. THICK
CEMENT SCREED

-60*60*3 CM. THICK HIGH QUALITY HEAVY DUTY LIGHT
WHITE COLOUR CERAMIC TILES LAID ON 2 CM. THICK
CEMENT SCREED

MAIN STOREREST ROOM

2 cm THICK THREE COAT MASTIC ASPHALT
4 cm SPACE FLUSHED UP WITH MORTOR

30 cm THICK REINFORCED CONCRETE WALL

HALF BRICK THICK PROTECTING  WALL

5 cm THICK PROTECTIVE SCREED

5 cm THICK PROTECTIVE
CONCRETE BASE

2 cm THICK CEMENT PLASTER , PAINTED
BY3 COATS OF  OFF_WHITE EMULATION
PAINT

REINFORCED CONCRETE FLOOR

2 cm THICK THREE COAT MASTIC
ASPHALT

(60*60*3 cm) THICK CAST IN SITU
CEMENT TILES
3 cm THICK S/C SCREED MIX 1:6

DETAIL 1

CONTINUOUS METAL STUD BOTTOM
RUNNER

3 cm THICK 2 LAYERS GYPSUM
BOARD PARTITION, WITH 7.5 cm
THICK MENIRAL FIBER INSULATION

5 cm THICK CEMENT SAND SCREED

GROUT KEY

7.5 cm THICK MENIRAL FIBER
INSULATION

CONTINUOUS METAL STUD BOTTOM
RUNNER

3 cm THICK 2 LAYERS GYPSUM BOARD
PARTITION

SEALANT
CONTINUOUS METAL STUD TOP RUNNER

METAL TRIM

OMEGA
Z SECTION

3 cm THICK 2 LAYERS GYPSUM BOARD
PARTITION, WITH 7.5 cm THICK MENIRAL
FIBER INSULATION

SEALANT
METAL BASE

GYPSUM BOARD
PARTITION  DETAIL
SCALE 1:10

5 cm THICK CEMENT SAND SCREED
(3.00*3.00*18 cm) THICK HOLLOW
PRECAST CONCRETE FLOOR UNITS

30 cm DEPTH SECONDARY BEAM

WALL ANGLE

CONTROL JOINT

METAL STUD FRAMING
CLIP ANGLE

19 mm THICK GYPSUM
BOARD

CONTINUOUS METAL STUD BOTTOM
RUNNER

3 cm THICK 2 LAYERS GYPSUM
BOARD PARTITION, WITH 7.5 cm
THICK MENIRAL FIBER INSULATION

5 cm THICK CEMENT SAND SCREED

GROUT KEY

GYPSUM BOARD PARTITION
ISO-METRIC DETAIL

6 mm REFLECTIVE
TEMPERED GLASS

16 mm AIR SPACE

6 mm CLEAR GLASS

ALUMINUM POWDER
COATED MULLION

ALUMINUM POWDER
COATED TRANSON
PROFILE

SPACE FRAME MEMBER

(100*200*3 cm) THICK GREY COLOUR ALUMINUM
SHEET FIXED ON SPACE FRAME BY SCREW

JOINT (MAIN CONNECTION)

MORTOR BED

2 cm THICK CEMENT PLASTER

STONE COPING

20 cm THICH HOLLOW
BLOCK PARAPAET WALL

30 cm DEPTH SECONDARY BEAM TO CARRY
SPACE FRAME SYSTEM LOAD

DETAIL 1

PVC BOX SECTION 40 cm WHITE
GUTTERING SYSTEM  CONNECTED TO 8
cm WHITE PVC DOWN PIPE AS PER
ROOFING PLAN

ALIGNMENT PIN
MORTOR BED
STONE COPING

20 cm THICH HOLLOW
BLOCK PARAPAET WALL
2 cm THICK CEMENTPLASTEr, PAINTED BY 3COATS OF OFF _WHITEEMULATION PAINT

SPACE FRAME MEMBER

(100*200*3 cm) THICK GREY COLOUR
ALUMINUM SHEET FIXED ON SPACE
FRAME BY SCREW

JOINT (MAIN
CONNECTION)

15 mm POWDER COATED ALUMINUM
FOLDED SHEET
ALUMINUM POWDER COATED TRANSON
PROFILE

1

PART SECTION 3
ROOF OF WAX MUSEUM

SUDAN           UNIVERSITY OF
 SCIENCE    AND TECHNOLOGY

TWASOL OSAMA

MUSIC COMPLEX

SECTION Y-Y


