


   

  لتجرید
  

ھѧѧѧѧѧѧذه الدراسѧѧѧѧѧѧة تتعلѧѧѧѧѧѧق بتحلیѧѧѧѧѧѧل و تصѧѧѧѧѧѧمیم منشѧѧѧѧѧѧأة موقѧѧѧѧѧѧف سѧѧѧѧѧѧیارات متعѧѧѧѧѧѧدد  

  .الطوابق وھو جزء من المنشأة الكلیة لمبنى برج البركة

الطѧѧѧѧѧѧѧѧابق الأرضѧѧѧѧѧѧѧѧي یسѧѧѧѧѧѧѧѧتخدم كمѧѧѧѧѧѧѧѧدخل و مخѧѧѧѧѧѧѧѧرج للسѧѧѧѧѧѧѧѧیارات بالإضѧѧѧѧѧѧѧѧافة   

مѧѧѧѧѧѧѧن الطѧѧѧѧѧѧѧابق الأول حتѧѧѧѧѧѧѧى الرابѧѧѧѧѧѧѧع تسѧѧѧѧѧѧѧتخدم    . إلѧѧѧѧѧѧѧى بعѧѧѧѧѧѧѧض المحѧѧѧѧѧѧѧلات التجاریѧѧѧѧѧѧѧة  

وتѧѧѧѧѧѧم  . الطѧѧѧѧѧѧابقین  التحѧѧѧѧѧѧت ارضѧѧѧѧѧѧیین  یسѧѧѧѧѧѧتخدمان كمخѧѧѧѧѧѧازن     كموقѧѧѧѧѧѧف للسѧѧѧѧѧѧیارات و   

تنѧѧѧѧѧѧاول أنѧѧѧѧѧѧواع مواقѧѧѧѧѧѧف السѧѧѧѧѧѧیارات بصѧѧѧѧѧѧورة عامѧѧѧѧѧѧة و متطلباتھѧѧѧѧѧѧا الفنیѧѧѧѧѧѧة و تعریѧѧѧѧѧѧف   

  .بالمنشاءات الفولاذیة 

یتكون المبنى من أعمدة و عارضات فولاذیة بالإضافة لحوائط قص وارضیات من 

  . ومنحدرات لصعود وھبوط السیارات,الخرسانة المسلحة 

) ETABS2015(لتحلیѧѧѧѧѧѧѧѧѧѧѧѧѧل و التصѧѧѧѧѧѧѧѧѧѧѧѧѧمیم باسѧѧѧѧѧѧѧѧѧѧѧѧѧتخدام برنѧѧѧѧѧѧѧѧѧѧѧѧѧامج  تѧѧѧѧѧѧѧѧѧѧѧѧѧم ا

وتѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧم  )BS8110-1:1997(و ) BS5950-1:2000(حسѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧب المѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧѧدونات 

التوصѧѧѧѧل إلѧѧѧѧѧى أنѧѧѧѧѧھ مѧѧѧѧѧن الأفضѧѧѧѧѧل فѧѧѧѧѧي حالѧѧѧѧѧة المنشѧѧѧѧѧاءات الفولاذیѧѧѧѧѧة التحدیѧѧѧѧѧد الیѧѧѧѧѧدوي   

لنѧѧѧѧѧѧѧوع الوصѧѧѧѧѧѧѧلات بѧѧѧѧѧѧѧین الأعضѧѧѧѧѧѧѧاء ؛بإدخѧѧѧѧѧѧѧال معѧѧѧѧѧѧѧاملات الطѧѧѧѧѧѧѧول الفعѧѧѧѧѧѧѧال حسѧѧѧѧѧѧѧب   

  .نوع الوصلات

  



Abstract 
 

This study is about analysis and design of multistory car park which is 

part of (ALBARAKA) building tower. 

The ground story is used as an entrance and exit for cars, in addition to 

some marketing places. The stories from the 1st to 4th are used as a car park. The 

two underground stories are used as stores. In this study the general types of car 

parks and their technical requirements in addition to definition for steel 

structures have been presented. 

The building is formed from structural steel columns and beams in 

addition to reinforced concrete shear walls, ramps and decks. 

Analysis and design have been done by using (ETABS 2015) according to 

(BS5950-1:2000) and (BS8110-1:1997). It had been found that in a case of steel 

structure members the joints' types must be manually input by overwriting 

effective length factor. 

  


